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Details

More Information:
+ Clean Hall - Ferrite free: (PMUC-compliant)
+ 3,000m?2 production area bilfinger.com
+ 10 welding stations Follow us:
LinkedIn | Instagram | Facebook | YouTube
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+ Manufacturing according RCC-M Ed.2012
Ad.2014 F624

+ Seperate production areas for carbon, stainless
steel and superduplex

+ Access via airlocks

« Warm air heating with filtration

+ Airtracker system

+ Regular wet cleaning of floors

+ All working equipment meets PMUC requirements



Overview

With more than 100 years, the fabrication in
Dortmund is a central center of maunfacturing
excellence for the prefabrication of piping
systems.

Our strength lies in the combination of workshop
fabrication, highly qualified welding technology,
induction bending, precise CNC machining and
comprehensive quality inspection.

We support customers in the fields of nuclear
and conventional energy generation, hydrogen,
petrochemicals and automotive. All fabrication
is performed according to the highest safety,
quality, and compliance standards.

08000 800606 8060 86600 6060 00660

Certifications

DIN EN I1SO 9001
DIN EN ISO 14001 / DIN EN ISO 45001 / DIN EN
ISO 50001

+ DIN ENISO 19443

+ DIN EN ISO/IEC 27001

+ PED 2014/68/EU (Module A2)

+ ASME Stamp PP, S, U, U2

+ |AEA 50-C-Q/ FRA/N/100/0L3
DIN 2303 (Q2 BK1)
AD-2000 HP 100R / EN 13480

] DVGW GW 301 (W1, G1)
q = + DINEN 1090 EXC 3
g + AEO-F (Customs and Security Authorization)

Our Services

+ Welding in all common materials and processes
(TIG, TIG/E, MAG, SAW, and orbital)

+ Induction and cold pipe bending

+ Mechanical machining: CNC boring mills, CNC
lathes and facing lathes

+ Heat treatment of components up to 1150°C and
40-ton total weight
+ 3D measurement — Move Inspect HF / Hexagon
+ Surface treatment - blasting, painting and
pickling ,
- Non-destructive testing (NDT) B Y N T——



